
MAGNE – Airbearing turntable system

Why air?
In important points, an airbearing system is superior to other bearing 
solutions. The air supported bearing, which is frictionless, reduces 
bearing noise to a minimum. The linear tracking, airbearing tonearm 
also gains an advantage by the use of airbearing technology. The 
tonearm glides frictionless, its only contact with the turntable being 
through the stylus tip and the wire of the tonearm.

The unique friction freedom in the bearings is expressed through a 
gripping, musical timing, where nuances and details are natural parts 
of the transparent and vivid acoustic image.

Simplicity
An airbearing turntable is an advanced construction. However, our 
goal has been to develop airbearing turntables and linear tracking 
airbearing tonearms with as few components as possible, to avoid 
resonances.

Our goal was to further develop and optimize the airbearing principal 
combined with a user-friendly and Scandinavian design. The basic 
function should be optimized to complete perfection.

All mechanical components in the turntables and tonearms are 
designed and manufactured in-house by Bergmann Audio. Every 
single product is assembled and tested at Bergmann Audio`s 
workshop.

Magne is Bergmann`s entry level model, and perhaps the most affordable, fully 
airbearing analogue system on the market. 
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The name Magne
Magne means “strength”. In Nordic mythology, Magne is 
the super baby, son of Thor, the God of Thunder, and when 
he is three days old, he is so strong that he can lift a dead 
giant away from his father, who is pinned underneath. 
Magne is one of the few gods, who survive Ragnerok, the 
Nordic armageddon, and rebuilds the new world.

Technical specification

Turntable: Airbearing design.
 Record flatten by a puck.
 Tachomotor with high precision feedback 
 control system 33 & 45 rpm. 
 Speed finetuning. Belt drive.

Plinth:  Solid polymer material.

Platter/Bearing: Aluminium platter/Polycarbonate mat, 
 floats on air.
 Centred by steel spindel/hardweared low  
 friction polymer bearing.

Platter weight:  5.5 kg.

Subplatter: Aluminium

Subplatter weight: 1.5kg.

Dimensions:  440 x 495 x 165 (D x W x H)

Total weight:  18,5 kg.

Tonearm: Linear tracking airbearing tonearm.
 Aluminium/carbon.
 Armtube damped inside.
 Counter weight decoupled from armtube.

Adjustments: VTA, overhang, leveling, tracking force.

Wire:  High quality copper litz.

Clips:  Gold plated copper.

Connectors:  RCA, XLR, DIN.

Effective mass:  11g.

Airsupply: Silent, clean, dry and smooth airflow.
 Replaceable filter.

Dimensions:  330 x 150 x 160 (D x W x H)
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